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Characteristics, performances and pictures of the items refer to a standard development and can be only partially as described. 

GV 270/180 - 270/300 - 270/430

Available accessories 
Accessori disponibili
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mod: GV
270/180

GV
270/300

GV
270/430

A (mm) 510 525 720

B (mm) 420 540

C  (mm) 720 950 1060

H - H1 (mm) 1680 - 1230 1840 - 1350
Fixed blades (nr) 2

Rotating blades (nr) 18 30 45
Feed opening (mm) 270x180 270x300 270x430

ø Rotor (mm) 180
RPM (RPM) 150

ø Grid size (mm) 5
Production per hour (Kg/h) 40 kg/h 60 kg/h 85 kg/h

Weight (Kg) 140 kg 170 kg 200 kg

P (Kw)  3 Kw 4 Kw
Supply voltages 400V; 3 ph; 50-60 Hz 

These slow-speed granulators GV 270/180, 
GV 270/300 and GV 270/430 have been 
specially developed for applications in the 
injection and blow-moulding sectors. 
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Paddle	blades	

GRANULATORS

Paddle blades

Color RAL 9002.

Suitable for products from Blow 
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mod: GV 200/420

A x B x C x D x H (mm) 545 x 435 x 715 x 695 x 1270

Fixed blades (nr) / Lame fisse (nr) 2

Rotating blades (nr) / Lame rotanti (nr) 3
Feed opening (mm) 200x420

RPM (RPM) / N.Giri Rotore (RPM) 290
Ø Grid size (mm) 6

Production per hour (kg/h) 135

Weight (kg) / Peso (kg) 315

P (kW) 4 kW

 Supply voltage / Alimentazione 400V; 3ph; 50-60Hz

GV 200/420

Available accessories Pag. 
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Shredding machines with robust design 
for in-line recovery of sprues. The cutting 
chamber is designed for rapid cleaning and 
easy access to all parts. The design of the 
blade-cutter and the slow speed guarante-
es a high cutting force with reduced noise, 
no dust. 
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Detail: Hopper in polycarbonate

SHREDDER

Color RAL 9002.

Detail: Rotor
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GV 240/360

Available accessories Pag. 
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Shredding machines with robust design 
for in-line recovery of sprues. The cutting 
chamber is designed for rapid cleaning and 
easy access to all parts. The design of the 
blade-cutter and the slow speed guarante-
es a high cutting force with reduced noise, 
no dust. 

mod: GV 240/360
A x B x C x D (mm) 500 x 970 x 350 x 425 

H 1330

Fixed blades (nr) / Lame fisse (nr) 8

Cutting blades (nr) / Lame di taglio (nr) 3

Teeth-Cutters (nr) / Frese di taglio (nr) 4
Thickness Teeth-Cutters (mm) 5

RPM (RPM) / N. Giri Rotore (RPM) 27
Production per hour (kg/h) 20 Kg/h

Noise (dB) / Rumorosità (dB) 80

Weight (kg) / Peso (kg) 260

P (kW) 1,5 kW

Supply voltage / Alimentazione 400V; 3 ph ; 50 – 60 Hz 
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Dust separator.

GRINDERS

Detail: Rotor GV 230/480

Color RAL 9002.

Detail: Rotor GV 300/480

Aria
Air

Polvere
Dust

Ciclone
Cyclone

Granulo
Granule
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mod: GV
230/480

GV
300/480

A (mm) 1208 1210
B (mm) 1763 1767
C (mm) 903 1007
D (mm) 1243 1386

H1 (mm) 2210 2210
H2 (mm) 230 300
H3 (mm) 1175 1212

Fixed blades (nr) / Lame fisse (nr) 2x1 2x1
Rotating blades (nr) / Lame rotanti (nr) 3x4 3x1

Feed opening (mm) / Camera macinaz. (mm) 230x480 300x480
ø Rotor (mm) / ø Rotore (mm) 230 300

RPM (RPM) / N. Giri Rotore (RPM) 415 415
ø Grid size (mm) 8 8

Production per hour (Kg/h) 150 kg/h 185 kg/h
Weight (Kg) / Peso (Kg) 600 kg 700 kg

P (Kw) 11  Kw 11  Kw
Supply voltage / Alimentazione 400V; 3 ph; 50-60 Hz 400V; 3 ph; 50-60 Hz

GV 230/480 - 300/480

Industrial grinders, for the recovery of 
sprues and waste from plastic processing, 
extrusion and blow moulding.

Available accessories Pag. 
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Dust separator

GRINDERS

Color RAL 9002.

Detail: Rotor
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mod: GV
360/750

A (mm) 1815
C (mm) 1250
D (mm) 1720

H1 (mm) 1980
H2 (mm) 1520

Fixed blades (nr) / Lame fisse (nr) 2x2
Rotating blades (nr) / Lame rotanti (nr) 3x2

Feed opening (mm) 360x750
ø Rotor (mm) / ø Rotore (mm) 360

RPM (RPM) / N. Giri Rotore (RPM) 540
ø Grid size (mm) 10

Production per hour (Kg/h) 800 kg/h
Weight (Kg) / Peso (Kg) 1730 kg

P (Kw) 30 Kw

Supply voltage / Alimentazione 400V; 3 ph; 
50-60 Hz

mod: GV
700/1000

A (mm) 1850
C (mm) 2560
D (mm) 3025

H1 (mm) 2880
H2 (mm) 2140

Fixed blades (nr) / Lame fisse (nr) 2x1
Rotating blades (nr) / Lame rotanti (nr) 5x2

Feed opening (mm) 720x990
ø Rotor (mm) / ø Rotore (mm) 720

RPM (RPM) / N. Giri Rotore (RPM) 470
ø Grid size (mm) 10

Production per hour (Kg/h) 1800 kg/h
Weight (Kg) / Peso (Kg) 5100 kg

P (Kw) 55 Kw

Supply voltage / Alimentazione 400V; 3 ph; 
50-60 Hz

GV 360/750 - 700/1000

Available accessories Pag. 
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GVT 520/310 combined with GV 270/430Example of lumps

SHREDDER

Color RAL 9002.

Detail: Rotor
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mod: GVT
520/310

A (mm) 995

B (mm) 1400

C (mm) 550

H1 (mm) 2255

H2 (mm) 490

H3 (mm) 525
Fixed blades (nr) 1x2

Rotating blades (nr) 26
Feed opening (mm) 520x310
Load opening (mm) 490x550x h 1845

General dimensions (mm) 1400x900x h 2335 
ø Rotor (mm) 310
RPM (RPM) 60

Rotor width (mm) 600
Production per hour (Kg/h) 400 kg/h circa max

Weight (Kg) 450 kg

P (Kw)  11 Kw
Supply voltage 400V; 3 ph; 50-60 Hz 

Running 
PLC with direct power and 

overload and reverse control. 
PLC con accensione diretta e control-

lo sovraccarico e reverse.

GVT 520/310
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Available accessories 
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SHREDDER

Color RAL 9002.

Detail: Rotor
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mod: GVT
800/1200

A (mm) 2300
B (mm) 725
C (mm) 2585
D (mm) 1590
E (mm) 1120
F (mm) 2265

Rotating blades (nr) 54
Fixed Blades (nr) 1

Feed opening (mm) 800 x 1010
ø Rotor (mm) 457
RPM (RPM) 74

ø Grid size (mm) > 40
Rotor width (mm) 1200

Production per hour (Kg/h) ÷ 800 kg
Weight (Kg) 5500 kg

P (Kw) 55  Kw
P ram feeder (Kw) 5,6

Supply voltage 400V; 3 ph; 
50-60 Hz

GVT 800/1200

The newly developed GVT 800/1200 shredder is 
specially designed to solve the problem of traditional 
granulators that cannot recycle any waste material. In 
fact, with this machine there is a first shredding, and 
then working with belt conveyor to convey the crushed 
material to the central granulator for regrinding it can 
meet the requirement from the customer about grind 
size and uniformity. It could be widely used for cutting 
all kinds of plastic pieces, pipes, film, paper and wood.

Available accessories 
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T +31 79 346 19 19
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SERIE
GV 270
GV 240
GV 200

SERIE
GV 230
GV 300
GV 360
GV 700

SERIE
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GVT 800

	

	
	

Paddle	blades	

ACCESSORIES

SUCTION SCREW / COCLEA DI ESTRAZIONE BLADES / LAME

DUST SEPARATOR / SEPARATORE DI POLVERE

BLADES / LAME BLADES / LAME

BLADES / LAME

BLADES / LAME BLADES / LAME

BLADES / LAME


